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Abstract: In this paper, small signal analysis of power systems is inves-
tigated using Subspace System Identiﬁcation (SSI) methods. Classical small
signal analysis methods for power systems are based on mathematical model-
ing and linearized model of power system in an especial operating point. There
are some diﬃculties when such a classical method is applied, specially, in the
case of large power systems. In this paper, such diﬃculties and their bases are
investigated and in order to avoid them, it is suggested to use SSI algorithms
for small signal analysis of power systems. The paper discusses extracting of
small signal properties of power systems and presents some new suggestions
for application of subspace system identiﬁcation methods. Diﬀerent types of
subspace system identiﬁcation algorithms were applied to diﬀerent power sys-
tem case studies using the presented propositions. The beneﬁts and drawbacks
of subspace system identiﬁcation methods and the presented suggestions are
studied for small signal analysis of power systems and power system monitor-
ing. Several comparisons were investigated using computer simulations. The
results express the usefulness and easiness of proposed methods.
Keywords: small signal, subspace identiﬁcation, power system, monitoring.
1 Introduction
It is not more than 20 years that a new horizon has been opened in system identiﬁcation.
Subspace System Identiﬁcation (SSI) has been one of the most attractive methods for system
identiﬁcation since 1990s. There is a large amount of literatures devoted to the algorithms based
on subspace system identiﬁcation [1–3]. Factually, we can present a list of renowned type of
SSI algorithms as following; Numerical Subspace State Space System IDentiﬁcation (N4SID)
[4], Multivariable Output Error State Space (MOESP) [5, 6], Past Output (PO-MOESP) [7, 8],
Canonical Correlation Analysis (CCA) [9], Orthogonal Decomposition (ORT) [2]. Although
they are similar in some general aspects, but there are several diﬀerences which may distinguish
them. Actually, they don’t perform quite the same as each other since they practice various
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mathematical tools in diﬀerent ways. It is not too far to expect fairly diﬀerent advantages or
disadvantages when using SSI algorithms. A useful review of subspace system identiﬁcation
algorithms is available in [10]. Authors in [1] present a unifying theory which may be helpful to
understand SSI methods.
During the past years, application of SSI methods is being developed increasingly to diﬀerent
areas of industry and engineering sciences. Maybe the main reason for such a development hides
behind the capability and easiness of application of SSI methods for multi-input/multi-output
(MIMO) systems. In addition, state space structure of SSI methods is usually considered as an
advantage. SSI methods also use robust, fast and consistent mathematical tools for calculations,
which provide them with some considerable advantages [2, 3].
Numerous investigators have worked on SSI methods and they have used diﬀerent SSI al-
gorithms for diﬀerent applications. Moreover, MIMO speciﬁcations and also state space based
analysis motivated many investigators to apply SSI methods for diﬀerent analysis of power sys-
tems. However, there are not so many SSI applications in power systems, yet. The ﬁrst steps of
SSI applications in power systems may be seen in [11]. The paper provides low order model of
large scale power system using N4SID algorithm. Results of paper express that SSI based model
is in lower orders, more optimized and more suitable for controller design in comparison with
classical system identiﬁcation and modeling.
An application of power transformer identiﬁcation was developed in [12] using frequency
response data and SSI methods. Authors in [13] and [14] introduce an algorithm based on SSI
and some applications of such algorithm for transformer debugging and parameter estimation.
A Heﬀron-Phillips model of synchronous generator was identiﬁed in [15] using subspace iden-
tiﬁcation algorithms and online measurements. In [16] the parameters of a Heﬀron-Phillips model
of synchronous generator were extracted from closed loop data using SSI algorithms. It divides
identiﬁcation problem of a closed loop system to two open loop identiﬁcation and then it uses
SSI algorithms to identify each open loop transfer function. Using some mathematical processing
of the provided transfer function, it provides a transfer function as a generator model.
In [17], authors discuss a model predictive controller design for multi-machine power system
using SSI algorithms. The design uses a recursive subspace system identiﬁcation algorithm in
order to provide a MIMO self-tuning adaptive controller; therefore it can be used for online
applications. [18] mentions use of diﬀerent types of power system signals which are applicable
to SSI algorithms. It uses such signals to provide identiﬁcation data. Modal analysis of power
system was developed using subspace system identiﬁcation methods and sampled data. [19]
also discusses modal analysis and oscillatory stability study of power systems based on SSI
methods. It provides a voltage stability measure using identiﬁed critical modes of power system.
[20] introduces a power system stabilizer (PSS) using N4SID algorithm of SSI methods. It
provides a power system model using SSI and then it designs a MIMO power system stabilizer
using identiﬁed model. In [21], authors also discuss a PSS using stochastic subspace system
identiﬁcation approaches. They also mention small signal analysis of power systems.
This paper aims at small signal analysis of power systems using SSI. It proposes some useful
notes on how to extract small signal properties of a power system using SSI algorithms. The
paper clariﬁes the process of small signal monitoring of power system using subspace system
identiﬁcation algorithms. It also compares several SSI based analysis of power systems with the
classical methods to distinguish the advantages.
The paper structure is as following; In order to highlight drawbacks of classical methods,
there would be an introduction to classical small signal analysis of power systems in the next
section. Subspace system identiﬁcation algorithms are discussed in section three to high-light the
advantages of such methods. Application of SSI methods for power system small signal analysis
is introduced in section four. There are some new ideas in section four, which are used to extract
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small signal properties of test case power systems in section ﬁve. On-line monitoring of power
system is discussed in section six. In section seven, the application of diﬀerent SSI algorithms
for several power systems is discussed. Finally, the conclusions are presented.
2 Drawbacks of Analytically Small Signal Analysis of Power Sys-
tems
We are usually interested in extraction of modes, participation factors of modes, damping
ratios and oscillatory frequencies of power system which all are called small signal properties
of power systems. Since a power system is naturally a nonlinear system, one should follow the
following stages to achieve small signal properties of a power system:
1. Finding the details of all included elements (Generator constants, Transformer and line
parameters,)
2. Finding nonlinear model of power system using constant, parameters and theoretical rela-
tions of variables for diﬀerent power system elements.
3. Solving a load ﬂow problem in order to provide an operating point.
4. Linearizing of nonlinear model using the provided operating point.
5. Application of modern small signal methods to provide small signal properties.
Providing an operating point, a nonlinear modeling and linearizing the model are all tough works
in application, especially when the system is large. We also know that the parameters of system
may change during the normal operation of system. Therefore, it is obvious that some of the
above stages are not applicable to a real system or the result of such an analysis is not reliable.
Moreover, There is always a big gap between the analysis done on a piece of paper and the system
behavior. Such a method is not applicable for monitoring of power system, neither. This is a
considerable drawback for a scientiﬁc method. It is always a question at the end of theoretical
analysis of power systems; To what extent are the results useful and applicable? it is not easy to
response to the question unless we make a bridge between real world phenomena and theoretical
analysis.
What can be suggested at this point is usually application of a system identiﬁcation method,
at least, for estimating a linear model. Classical identiﬁcation methods are useful in many
applications. While using a classical system identiﬁcation method, the biggest diﬃculty origins
from single-input/single-output (SISO) structure of such methods. Classical system identiﬁcation
methods may fall into whirlpool of over parameterization. Coping with such problems is itself a
new problem.
Our suggestion for overcoming such problems is to use subspace system identiﬁcation (SSI)
methods. SSI methods are good solution for multi-input/multi-output (MIMO) systems. They
can be considered as the bridge for passing over the gap between real world system and theoretical
analysis. The next section investigates SSI methods to glorify their useful advantages for small
signal analysis of power systems.
3 Subspace System Identiﬁcation
Generally, we can arrange SSI methods into two categories from the measurement view;
stochastic and deterministic SSI algorithms. If the SSI algorithm uses exogenous input mea-
surements in its raw identiﬁcation data set, it is called as deterministic SSI algorithm (DSSI).
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Otherwise, it is called a Stochastic Subspace System Identiﬁcation (SSSI) method [2, 22]. If it
is supposed to provide SSSI methods in an algorithmic way for further understanding, we can
arrange the following notations. Further investigations of the following notes are also useful for
understanding of DSSI algorithms;
Model: The considered model of system for a typical SSSI algorithm is(
x(t+ 1) = Ax(t) + w(t)
y(t) = Cx(t) + v(t)
; E
("
w(t)
v(t)
# 
wT (s) vT (s)
)
=
"
Q S
ST R
#
ts (1)
where y 2 Rny ; x 2 Rnare samples of output and state vectors. vt 2 Rny ; wt 2 Rn are stationary,
zero average state and output noise vectors, consequently.
Identiﬁcation Data: SSSI methods use only samples of system outputs. However, identiﬁcation
data should usually be provided in the following structure:
f(t) ,

y(t) y(t+ 1)    y(t+ k   1) T
p(t) ,

y(t  1) y(t  2)    y(t  k) T (2)
where f(t) and p(t) are future and past data set. k should be strictly bigger than n. It can be
a guess. Therefore, this is not a restrictive condition. Now, we can formulate SSSI problem as
below [1,2, 5, 10,22]:
“There are N samples of output vectors, Y (t) ,

y(0) y(1)    y(N   1)  , from a system
of order n. Find matrices A, C, Q, R, S and n for the structure deﬁned in (1).”
Block Hankel Matrices: SSSI algorithms begin data processing by forming the following block
Hankel Matrices:
Hk;k = Eff(t)pT (t)g =
266664
(1) (2)    (k)
(2) (3)    (k + 1)
...
...
. . .
...
(k) (k + 1)    (2k   1)
377775 (3)
where (l) = Efy(t + l)yT (l)g; l = 0; 1;    ; L ; 2k   1  L ; k > n is the correlation of
future and past data. Actually, SSSI uses statistical properties of output samples for further
processing. The word Stochastic in the expression (Stochastic Subspace System Identiﬁcation)
may arise from this point.
System Order: SSSI uses the following Singular Value Decomposition (SVD) of Hankel matrix
in order to provide system order (n):
Hk;k =

Usys Unoise
 " Psys 0
0
P
noise
#"
V Tsys
V Tnoise
#
' UsyssysV Tsys (4)
We can detect noise singular values by detecting a big gap among the singular values of Hankel
matrix. Thus, noise singular values can be neglected since they are very smaller than system
singular values. Therefore, system order, n can be deﬁned as
n , dim(sys) (5)
Estimation of State Space Matrices: SVD of Hankel matrix can also provide us with an
extended observability matrix;
Ok , Usys1=2sys (6)
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It can also present controllability matrix:
Ck , 1=2sysV Tsys (7)
We can easily obtain system matrix using extended observability matrices:
A = Oyk 1Ok(p+ 1 : kny; 1 : n)
C = Ok(1 : ny; 1 : n)
(8)
Estimation of Variance Matrices: If we deﬁne
CT = Ck(1 : n; 1 : ny) (9)
Variance matrices can be evaluated as below;
Q =   AAT ;
S = CT  ACT ;
R = (0)  CCT
(10)
where the essentials of the above formulation is provided by solving the following algebraic Riccati
equation;
k+1 = AkA
T+( CT  AkCT )((0)  CkCT ) 1( C   CkCT )
 = limk
k!1
(11)
Innovation Model for state estimation: If we are interested in innovation model for state
estimation, we should have an estimation of Kalman gain matrix:
K = ( CT  ACT )((0)  CCT ) 1 (12)
Therefore, states can be estimated using the following dynamic equations,
x(t+ 1) = Ax(t) +Ke(t)
y(t) = Cx(t) + e(t)
covfe(t)g = R
(13)
Considering above mentioned notations, we can investigate the deterministic version of SSI
algorithms using the following model:(
x(t+ 1) = Ax(t) +Bu(t) + w(t)
y(t) = Cx(t) +Du(t) + v(t)
; E
("
w(t)
v(t)
# 
wT (s) vT (s)
)
=
"
Q S
ST R
#
ts (14)
where ut 2 Rnu ; yt 2 Rny ; xt 2 Rnare samples of input, output, state vectors and vt 2 Rny ; wt 2
Rn are stationary, zero mean state noise and output noise vectors. In the case of deterministic
identiﬁcation, subspace system identiﬁcation problem can be formulated as below [2, 4, 22]:
“There are N samples of input vectors u =

u0 u1 u2 ::: uN 1

and output vectors y =
y0 y1 y2 ::: yN 1

from a system of order n. Find A, B, C, D, Q, R, S matrices and n
for the structure deﬁned in (14).”
There are several diﬀerent algorithms available for SSI. They usually use some consistence
mathematical tools that provide them with pretty useful beneﬁts. There are two well-known
subspace system identiﬁcation algorithms expressed in Table 1. They use the same measure-
ments, the same block Hankel matrices, diﬀerent types of projections, SVD of diﬀerent matrices,
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the same method for extraction of system order and diﬀerent extended observability matrices.
MOESP does not need to estimate future states of system, but N4SID provides future state
vectors by using a weighting matrix. MOESP uses extended observability matrix to extract
system matrices but N4SID uses future states and through a least square problem estimates the
system matrices. Investigating Table 1 expresses the following advantages for subspace system
identiﬁcation algorithms:
1. SSI Algorithms are the only system identiﬁcation methods that can easily and extensively
be applied to all MIMO and SISO systems.
2. Estimation of system order is one of the steps of SSI algorithms. This advantage reduces
amount of time, cost and calculations.
3. SSI methods can handle big packages of data.
4. On-line operations of SSI methods are easier and can easily be applied to MIMO systems.
5. SSI methods use robust mathematical tools such as SVD, LQ decomposition, least square
and QR decomposition. They also don’t need nonlinear optimization.
6. Some SSI algorithms only use output data to identify a model. This is a considerable
advantage.
4 Application of SSI Methods for Small Signal Analysis of Power
Systems
The SSI advantages expressed in previous section can be used to overcome the diﬃculties
with classical small signal analysis of power systems. Using SSI methods reduces above ﬁve steps
to the following three steps:
1. Measuring input/output signals of power system.
2. Identiﬁcation of a linear model for power system using SSI algorithms.
3. Application of modern small signal methods to provide small signal properties.
As it can be seen, the four ﬁrst steps vanished and two other steps replaced them. The ﬁfth
step left with no change. Therefore, one can provide small signal analysis of power systems in
an easier and faster way. Since application of SSI algorithms are very easy, power system small
signal analysis will be provided in very low levels of cost and time.
We are usually interested in identiﬁcation of most oscillatory and least damped modes of
power system. Such modes are usually related to electro-mechanical parts of power system.
Therefore, in order to identify most critical modes, the angle and speed of electrical machines
should be measured. Signal measuring is the starting point of system identiﬁcation. Since
measured signals should have enough persistency of excitation, we should use most eﬀective
inputs. In attention to diﬀerential equations of a single machine power system [23], mechanical
torque and ﬁeld voltage are proper inputs.
Suppose that input vector u and output vector y of a power system have been measured.
The goal is to ﬁnd small signal properties of power system (Modes, Damping Ratios, Oscillation
Frequencies, Participation Factors) using several samples of u and y. It is announced that if
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step Operation MOESP Algorithm N4SID Algorithm
1 Model
(
xt+1 = Axt +But + wt
yt = Cxt +Dut + vt
E
("
wt
vt
# 
wTs v
T
s
)
=
"
Q S
ST R
#
ts
(
xt+1 = Axt +But + wt
yt = Cxt +Dut + vt
E
("
wt
vt
# 
wTs v
T
s
)
=
"
Q S
ST R
#
ts
2 Measured Data
u =

u0 u1 u2 ::: uN 1

y =

y0 y1 y2 ::: yN 1
 u =  u0 u1 u2 ::: uN 1 
y =

y0 y1 y2 ::: yN 1

3 Block Hankel
Matrices
U0;k 1 =266664
u0 u1    uN 1
u1 u2    uN
...
...
...
...
uk 1 uk    uk+N 2
377775
2 RknuN
Y0;k 1 =266664
y0 y1    yN 1
y1 y2    yN
...
...
...
...
yk 1 yk    yk+N 2
377775
2 RknyN
U0;k 1 =266664
u0 u1    uN 1
u1 u2    uN
...
...
...
...
uk 1 uk    uk+N 2
377775
2 RknuN
Y0;k 1 =266664
y0 y1    yN 1
y1 y2    yN
...
...
...
...
yk 1 yk    yk+N 2
377775
2 RknyN
4 Extra Prede-
ﬁned Matrices
Up , U0;k 1
Yp , Y0;k 1
Up , U0;k 1 ; Yp , Y0;k 1 ;
Uf , Uk;2k 1 ; Yf , Yk;2k 1
Wp ,
"
Up
Yp
#
; Wf ,
"
Uf
Yf
#
5 LQ Decomposi-
tion
"
Up
Yp
#
="
L11 0
L21 L22
# "
QT1
QT2
#
264 UfWp
Yf
375 =
264 L11 0 0L21 L22 0
L31 L32 L33
375
264 Q
T
1
QT2
QT3
375
6 Projection Yp=U?p = L22QT2 Yf=UfWp = L32L
y
22Wp
7 Singular Value
Decomposition
(SVD)
L22 =
U1 U2
 " P
1 0
0 0
#"
V T1
V T2
# L32Ly22Wp =
U1 U2
 " P1 0
0 0
#"
V T1
V T2
#
8 System Order n , dim(1) n , dim(1)
9 Extended Ob-
servability
Matrix
Ok , U1
P1=2
1 Ok , U1
P1=2
1 T ; jT j 6= 0
10 Future State Es-
timation
———-
Xf = T
 11=21 V
T
1 2 RnN
Xk , Xf
=

xk xk+1    xk+N 1

2 RnN
11 Estimation of
State Space
Matrixes
C = Ok(1 : ny; 1 : n)
A = Oyk(1 : ny(k   1); 1 : n)
:Ok(ny + 1 : kny; 1 : n)
Solving a Least Equare Problem
to Estimate B and D
"
A^ B^
C^ D^
#
=0@" Xk+1
Yk;k
#"
Xk
Uk;k
#T1A
:
0@" Xk
Uk;k
#"
Xk
Uk;k
#T1A 1
Table 1: Comparison of Two Well-known SSI Algorithms; MOESP (Multivariable Output-Error
State Space) Algorithm and N4SID (Numerical algorithm for Subspace State Space System
IDentiﬁcation) Algorithm.
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N samples of input/output vectors are availabe, then one can identify the following state space
linear model by utilizing a subspace system system identiﬁcation algorithm:
x(t+ 1) = Ax(t) +Bu(t); y(t) = Cx(t) +Du(t) (15)
One can ﬁnd the system modes and as a result damping factors and damping frequencies by
digging the matrixA. However, we may encounter some diﬃculties when calculating the partic-
ipation factors of modes in states. The problem arises since the state vector x of the identiﬁed
model is not correspondent to that of the real power system which we may obtain by analytical
methods. Therefore, mode in state participation factors can’t be utilized using the identiﬁed A.
In order to cope with such a problem, it is proposed to use modal canonical realization of (15).
Using T as a similarity transformation matrix, one can provide the following modal canonical
realization:
_z = z + Bu; y = Cz + Du
x = Tz;  = T 1AT; B = T 1B; C = CT; D = D
(16)
Generally,  is in Jordan and block diagonal structure. Thus, mode in state participation
factor (pki) is deﬁned as
pki ,
@i
@akk
(17)
where akk is a diagonal element of system matrix. Since in (16), the system matrix is diagonal
with modes as its diagonal elements, we can write:
pki ,
@i
@akk
=
@i
@i
= 1 (18)
Therefore, modal canonical realization can maximize (100 %) mode in state participation
factor of model. In order to clarify the point, suppose that u is zero,  is diagonal and z0 is the
initial condition vector of modal canonical realization. Thus, we can write:
_z = z ) zi = e itz0i ; i = 1; 2;    ; n (19)
Therefore, the only participating mode in state zi is i, so the participation factor of mode i in
the state zi is 100% and each mode is mapped to a state. Considering above point and output
equation of (15), one can write:
y = Cz ) yk =
Pn
i=1 ckizi =
Pn
i=1 ckiz
0
i e
 it; k = 1;    ; ny (20)
Therefore, output yk is aﬀected by mode i and mode in output participation factor (pki) is
proposed as:
pki , ckiz0i ; k = 1;    ; ny and i = 1;    ; n (21)
In order to provide participation factors, one may need z0 which can be provided through
following relation:
z0 = T 1x0 (22)
x0 is the initial condition vector of the identiﬁed state space model. It is also provided by SSI
algorithms.
Some investigators [24] discuss another kind of participation called State in Mode partici-
pation factor. In most of literatures state in mode and mode in state participation factors are
considered the same as each other and they have been used interchangeably. However,there is
a discussion on some diﬀerences in [24]. The following proposition challenges the deﬁnition of
state in mode participation factor.
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Proposition 1. "State in Mode Participation" is a meaning-less expression.
Proof: A system includes some physical elements (such as resistors, capacitors and inductors in
electrical systems or dampers, springs and masses in mechanical systems). Each element has a
value and a role in topology and conﬁguration of system. Conﬁguration and topology of system
provides the system with unique set of diﬀerential equations which we call it mathematical model.
A presentation of system mathematical model is State Space Structure which has a system
matrix called A which is aﬀected by basic elements and conﬁguration of system. Systems modes
are one of the mathematical properties of A, therefore system modes only rely on system elements
and system conﬁguration. System states don’t aﬀect its modes so there is no state in mode
participation and system modes are not aﬀected by its states. 2
Example 2. For instance, one can provide the series RLC circuit with the following state space
model: "
_x1
_x2
#
=
"
1 0
0 2
#"
x1
x2
#
+
"
1
1
#
vi; vc =
h
12
(1 2)
 12
(1 2)
i " x1
x2
#
(23)
where
1;2 =  !n  j!n
p
1  2; !n = 1=
p
LC;  = (R=2)=
p
L=C (24)
Therefore, 1;2 rely only on L, C and R and the topology of circuit and the states depend on
system modes1;2. Thus, there is no participation of states in modes, and the expression state in
mode participation is meaningless.
5 Test Cases and Simulations
Identiﬁcation process should be provided with sampled input/output signals. Therefore,
Computer simulations of the following test case power systems have been conducted using MAT-
LAB/SIMULINK installed on a computer with 2.4 GHz CPU and 4G RAM.
We study the systems shown in Figure 1; A single machine connected to an inﬁnite bus, and
a four-machine two-area system. Since we may extract the small signal properties of generator
angle and speed, it is recommended to use mechanical torque as input and rotor speed and/or
its angle as output signals. Torque and power are the same in per-unit system. Therefore, we
use mechanical power as input signal. In order to have enough persistency of excitation in input
signals, we added a white noise to input signals. To provide more realistic operating conditions,
we added a white noise to output signals, as well. Eﬀect of noises will be investigated later.
5.1 Single Machine Three-Bus System
Power system shown in the left side of Figure 1 is a three bus single machine power system
with no control and exciter. The parameters of the system are those used in [23]. We are
supposed to extract all small signal properties of system using SSI algorithms and the methods
illustrated in previous sections.
We acquired 300 samples of input/output data through a 30 second simulation. Using the SSI
algorithms presented in Table 1 , some linear models were identiﬁed and the results are presented
in Table 2. It is clear that for investigating performance of noises, we cannot manipulate their
averages since the operating point may vary. This is not applicable in this study. Therefore,
each noise variance was altered separately in order to see its eﬀect. In Table 2, It is expressed
that an increase in input noise variance may lead to a better model from the view of FPE
(Final Prediction Error) measure. However, we should be conservative when the estimation of
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Figure 1: Left; Single machine three-bus power system. Right; Two-area four-machine power
system.
u y   !n (Hz) jP j FPE
CM - -  0:714 j6:35 0.112 1.0165
"
0:503 0:503
0:503 0:503
#
-
SSIM01 0.0001 0  0:7975 j6:2443 0.1276 0.9988
"
0:5037 0:5037
0:5037 0:5037
#
7.4e-5
SSIM02 0.001 0  0:7192 j6:3203 0.1139 1.0105
"
0:5028 0:5028
0:5028 0:5028
#
8.5e-5
SSIM03 0.01 0  0:7727 j6:1300 0.1253 0.9825
"
0:5033 0:5033
0:5033 0:5033
#
11e-5
SSIM04 0.001 0.01  0:7192 j6:3203 0.1139 1.0105
"
0:5028 0:5028
0:5028 0:5028
#
0.59
SSIM05 0.001 0.01  0:7192 j6:3203 0.1139 1.0105
"
0:5028 0:5028
0:5028 0:5028
#
0.60
Table 2: Small Signal Analysis of Single Machine Power System Using SSI Algorithms; abriv-
iations are: Classical Model (CM), Subspace System Identiﬁed Model (SSIM), Participation
Matrix (P), variance of input noise (u), variance of output noise (y), eigenvalue (), damping
factor (), natural frequency (!n), and Final Prediction Error (FPE).
small signal properties is under consideration. Actually, a large increase in input noise variance
may alter the operating point or its absorption area. This may lead to instability. In Table
2, if we compare SSIM4 and SSIM5 with SSIM2, we can see that output noise has no eﬀect
on subspace system identiﬁcation. Actually, additive output noise does not have considerable
eﬀects on the SSI identiﬁcation, since SSI algorithms use robust linear algebra tools. It is
noticeable that the Left eigenvector of a wide matrix are not considerably sensitive to additive
white noise, [2]. Therefore, the identiﬁcation is not sensitive to additive output noise. What is
more, the identiﬁcation process has no eﬀect on normal operating conditions of power system,
since the applied input noise is too weak.
5.2 Two-Area Four-Machine System
The power system introduced in [25] is used as the second case study (see the right side
of Figure 1). This power system has four generators and two fully symmetrical areas linked
together by a weak line. It was speciﬁcally designed [23] to study low frequency electromechanical
oscillations in large interconnected power systems. Despite its small size, it can thoroughly mimic
the behavior of typical systems in actual operation.
In the case of no PSS (Power System Stabilizer), when the measured signals are diﬀerential
speeds and diﬀerential angles of all generators, the CVA algorithm detected 10 modes shown
in Figure 2. As illustrated in Figure 2, there are 8 oscillatory modes, and two non-oscillatory
modes. There are three zero modes, since there is no inﬁnite bus as a reference for rotor angles.
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Figure 2: Pole-zero map of the identiﬁed model foe two-area system (No PSS) using CVA.
Figure 3: Left: Normalized participation factors of modes in diﬀerential speeds of generators.
Right: Normalized participation factors of modes in diﬀerential Angles of generators. (No PSS,
measurements are diﬀerential Angles and diﬀerential speeds).
Moreover, the speed governors have not been modeled [23], (7;8 and a real pole in the origin).
In order to distinguish between local and inter-area modes, the participation factors of modes
are illustrated in Figure 1. Participation factors were calculated using the approach presented
in previous section. Table 3 illustrates the small signal properties of two-area system extracted
from Figure 2 and Figure 1.
In order to damp oscillatory modes, diﬀerent power system stabilizers have been designed
and applied to two-area power system. Performances of PSS have been investigated using SSI
algorithms and the method mentioned in previous section. Table 4 summarizes the damping per-
formance of Multi-Band (MB) PSS, ! PSS and Pa PSS [26] when applied to two-area power
system. All PSSs perform very well. They stabilize the naturally unstable system. However, it
is clear that the MB-PSS is superior to the other two PSSs, since it provides signiﬁcantly more
damping for all modes. The results presented here using identiﬁcation method, are identical to
those analytically achieved in [26].
Mode !d(Hz) (%) Participated States
1;2 1.1904 16.70 1; 2 (Local, Area 1)
3;4 0.9871 17.84 3; 4; !3; !4 (Local, Area 2)
5;6 0.3061 24.35 3; 4; !1; !2; !3; !4 (Inter-area)
7;8 0.0095 20.78 1; 2; 3; 4; !1; !2; !3; !4 (Inter-area)
Table 3: Small Signal Properties of Two Area Test System (No PSS).
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PSS !d(Hz) (%) Mode Type
No PSS 1.1904 16.70 Local
0.9871 17.84 Local
0.3061 24.35 Inter-area
MB PSS 0.3942 51.91 Inter-area
! PSS 0.7115 47.71 Inter-area
0.1113 67.82 Controller
Pa PSS 0.4655 43.02 Inter-area
Table 4: Investigating the eﬀects of PSS on Oscillatory modes of two-area system using SSI.
Figure 4: Monitoring of single machine three-bus system
6 On-line Monitoring of Power System Using SSI
On-line monitoring of power system is an open area which attracts tremendous consideration
of investigators. Using analytic method for on-line monitoring may lead in calculation problems
and the results are not also trustfully. Since the identiﬁcation process uses sampled signals
of power system, there would not be any gap between identiﬁcation results and power system
behavior. Therefore, the results are trustworthy in the case of power system monitoring. SSI
algorithms can easily be applied to on-line power system monitoring. They can provide a state
space model which is most suitable for on-line monitoring.
A single machine three-bus power system with two transmission lines is used to investigate
on-line monitoring of power systems (Figure 2). Some computer simulations were conducted for
60 second. In the ﬁrst 30 seconds, both lines are in operating condition. As a result of a fault, for
the second 30 seconds, line 2 is out of work. Some state space models were identiﬁed in every 20
seconds using SSI algorithms. There would be three models and the operating point will change
for the second model, so one can call it as an operating point transient model.
Three identiﬁed model and their properties are available in Table 5. SSIM6 represents the
system performance in the initial operating point before the fault. SSIM8 represents system
performance after breaking out of second line. SSIM7 is a middle model between SSIM6 and
SSIM8.
As it can be seen from the column of modes column in Table 5 , modes has moved slightly
to the right and as a result stability of system has reduced. It implies that the operating point
should be re-tuned in order to recover more stable operating conditions.
Damping frequency and also damping factor has reduced. It implies the need for some control
in order to provide power system with more suitable synchronizing and damping factors.
It is considerable that the whole monitoring process expresses a little movement of eigenvalues
toward the right half plane. Moreover, there is a decrease in damping frequency. Therefore, a
control should be applied to mechanical torque and ﬁeld voltage, because it is predictable that a
variation in operating conditions of power system may lead to instability and oscillatory behavior.
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Model  !d (Hz)  jP j
SSIM6  0:6010 j8:0143 1.2755 0.0748
"
0:5016 0:5016
0:5016 0:5016
#
SSIM7  0:5269 j7:0677 1.1249 0.0743
"
0:5012 0:5012
0:5012 0:5012
#
SSIM8  0:4810 j6:9452 1.1054 0.0691
"
0:5018 0:5018
0:4775 0:4775
#
Table 5: Subspace System Identiﬁcation Models (SSIM) identiﬁed during Online Monitoring.
7 Eﬀect of Diﬀerent SSI Algorithms on Small Signal Analysis of
Power Systems
There are several kinds of subspace system identiﬁcation algorithms. They may all use
the same mathematical tools. But they are diﬀerent in applying tools to measurement data.
Therefore, SSI algorithms may show slightly diﬀerent results for the same input/output set of
data. There are three main algorithms which are usually used in the papers discussing power
system analysis; MOESP (Multi-variable Output-Error State Space), N4SID (Numerical State
Space Subspace System IDentiﬁcation) and CVA (Canonical Variate Analysis). We are supposed
to compare performance of such algorithms when they are used for small signal analysis of power
systems in this section.
Figure 1 shows the system under study. Small signal analysis of mentioned power system
was conducted using four models and diﬀerent SSI algorithms. The models were investigated;
1) Classical model of 3-bus single machine power system which has no control and the eﬀect of
ﬁeld is ignored. 2) Single machine power system model containing eﬀects of ﬁeld voltage. 3)
Auto-voltage regulated (AVR) power system. 4) Single machine power system with AVR and
power system stabilizer (PSS). In each case, KD were calculated using the system parameters
available in [23].
Table 6 contains results of small signal analysis for several models of single machine power
system using two diﬀerent SSI algorithms. Identiﬁcation results are almost the same for two
SSI algorithms. They are slightly diﬀerent in estimation of non-oscillatory modes. Table 6 also
expresses that SSI algorithms are not capable of identifying non-dominant modes. That is not
a draw-back, since non-dominant modes are not so important for system analysis. As a whole,
one can use subspace system identiﬁcation algorithms for sure, when it is needed to estimate
most eﬀective modes of power system. Therefore, Subspace system identiﬁcation algorithms are
convenient solution for extracting small signal stability properties of a power system.
8 Conclusions and Future Works
The paper discusses pitfalls of small signal analysis of power systems when using analytic
methods. Analytic methods use basic theories and the provided parameters in order to extract
operating point and linearized model of power system. In this paper, it is expressed that we
can avoid such boring, time consuming and cost eﬀective stages, using system identiﬁcation
methods. The most proper method for power system small signal analysis is then, application
of subspace system identiﬁcation (SSI) algorithms. SSI methods have many other advantages
which were discussed in the paper. Extraction of modes and their participation factors are easy
when using SSI methods but it needs some modiﬁcation in SSI algorithms. In order to fulﬁll
such requirements, some suggestions presented in this paper. Using SSI algorithms, some ideas
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No. Classical MOESP CVA
1
 0 j6:39 0 j6:4158 0 j6:4158
 0.0000 0.0000 0.0000
!d 1.0200 Hz 1.0211 Hz 1.0211 Hz
2

1;2 =  0:11 j6:41
3 =  0:2040
1;2 =  0:1095 j6:4114
3 =  0:2038
1;2 =  0:1095 j6:4114
3 =  0:2038
 0.0170 0.0171 0.0171
!d 1.0700 Hz 1.0204 Hz 1.0204 Hz
3

1;2 = +0:5040 j7:2300
3 =  20:202
4 =  31:230
1;2 = +0:5045 j7:2321
3 =  0:0015
4 =  15:1521
1;2 = +0:5045 j7:2321
3 =  0:0310
4 =  15:1174
 -0.0700 -0.0696 -0.0696
!d 1.1500 Hz 1.1510 Hz 1.1510 Hz
4

1 =  0:7390
2;3 =  1:005 j6:607
4;5 =  19:797 j12:822
6 =  39:097
1 = 0:0000
2 =  4:5770
3;4 =  1:0357 j6:6150
5;6 =  16:857 j16:288
1 = 0:0000
2 =  4:6266
3;4 =  0:9946 j6:5951
5;6 =  16:906 j16:265

2;3 = 0:15
4;5 = 0:84
3;4 = 0:1547
5;6 = 0:7191
3;4 = 0:1491
5;6 = 0:7204
!d
!d2;3 = 1:05Hz
!d4; 5 = 2:04Hz
!d2;3 = 1:0528Hz
!d4;5 = 2:5924Hz
!d2;3 = 1:0496Hz
!d4;5 = 2:5886Hz
Table 6: Small signal analysis of single machine power system using diﬀerent types of subspace
system identiﬁcation algorithms. 1) Classical model (No ﬁeld control, KD=0) . 2) System
model containing eﬀects of ﬁeld voltage, (KD=1.53). 3) Auto-voltage regulated (AVR) system,
(KD =  7:06). 4) System model with AVR and power system stabilizer (PSS), (KD = 14:08)
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such as power system monitoring can be conducted in a more convenient and more realistic way.
This point is discussed in several parts of paper while applying SSI algorithms to diﬀerent power
systems.
Future works may aim at application of subspace system identiﬁcation methods to monitor
modes, stability measures and estimation of damping and synchronous factors of power system.
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